




Product name VedaLaser 2.0

Electrical stimulation intensity, c.u. 1–9

Laser radiation wavelength, µm 0,64±0,01

Laser operation mode Continuous, impulse

Laser output power, mWt No more than 3,0

Maximum power density of laser 
radiation in the output plane, 
mWt/сm2

No less than 100

Power, V DC 3.7 (Lithium-ion battery 
800 mAh)

Charger, V/A 5/1

Weight, kg 0.084

Size, mm 200x40x29
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Store the device in the manufacturing package in 
places with air temperature from +5 °C to +40 °C, 
humidity no more than 80%.

If the device has been stored or shipped at low 
temperatures, keep it at room temperature for at 
least 2 hours before use. 

1.5. Storage and shipping rules 

Application area: wrists, elbows, knees, ankles, neck, 
face, waist, and other body parts.

Contact area of the skin and the device should be 
moistened with water or a special gel.

1.6. Application area



Problem Probable cause Troubleshooting

No sensations from 
physiotherapeutic 
treatment 

The intensity level 
is ‘0’

Set intensity level 
to 1 or higher to feel 
physiotherapy effect

No pronounced 
sensations from 
exposure 

Insufficient 
intensity level 

Increase the 
intensity level 

Low battery level Charge the device 

Numbness of 
the hands during 
physiotherapeutic 
treatment 

High level of 
intensity is set 

Excessive impact 
intensity (over 5 c.u.), 
numbness – variant 
of norm 





2.2. Warning before use




